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Winchester Model 190 Breakdown and Reassembly 


Images courtesy of Harley Nolden and TheFiringLine.com 


Click here to download the following images ina single file. 
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WINCHESTER 


MODEL 190 
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Bats: Winchester Model 196 
Origin: United States 


Manulacturer: Winchester Rensating Arms Company 
New Haven, Connecticut 


Cartridge: 22 Long Rifle 
Magazine capacity: 15 rounds 
Ower-all iengit: 39 inches 
Barrel length: 20% inches 
Weight: 5 pounds 


First introduced as the Modei 290 around 1964, ara] in a 
“deluxe” version, this gun was olfvrcd in an economy 
style about three years later as the Mode! 190. In this 
designation it is still in production. Very early guns will 
have a plastic rear sight and a combination fromt sight and 
magazine tube hanger of the same matenal, and some 
elements of the takedown are different. The receiver and 
liring mechanism are the same. though. and in general 
these instructions can apply to ether mwdel. 
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Winchester 190 : 273 


Disassembly: 


Cycle the bolt to cork ihe hammer, and move the 
7 « Safety to the on-ssie pasiiion. Remove the maca- Tip the trigger housing down af the reer, and move it 
zine tube, and push oul the large plastic crogs-pin 2. slightly toward the rear to disengage its forward stud 
fram its recess ins#ie the receiver. Remove the trig- 
ger group cdownwarctl 


located 1 the receiver just aberve the trigger The pin 
can be pushed aut toward cither side 


Re eee 


+= 


3 With the gun iwerted, retract the holt slightly and 
= US@ a fmigertc foo! le hoid it inside the receiver. Lifi 
ie front at the Soll, and retnove the boft hance fron 


4 Move the bolt toward te rear to clear its forward snc 
» from the barral Ihroat; and tip the front of the bolt 
upward (the gun ts still inverted) unti it can be re 
tts fioste in the bolt. 


— 


TeS- 


movec fam ins receiver. Caution: The folf spring is 
under tensiors. Ease i out 
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74 + Winchester (5) 


‘Removal of the butistock requires 4 special socket 
6 » wrench witha very deep end. itis passibis to aller an 
ordinary socket for this, bul in normal dssassemibly 
1S best to jeave the stock in place. 4 the stock is 
removed, and the heaciess mounting boll Laken cut, 
Remove the Doh apring and ita nylon Quide trom the the recod plate inside the raceiver wii be released 
5. receiver, hor removal 


5% S 7 
Bets oe pine 


7 Drifting put the small, short cross-pin in the macga- Flex the rear sight very slighty upward, and takeout 

f » zine iube hanger near the muzzie will release the 8. the sight sievator. Drifting out the rear sight toward 
ouler mauezine tube for ramovel toward the front. the right will release the barrel collar cover for re- 
This wil allow the fore-end to be taken off down- moval upward, giving access to the barre! collar 


werd, After removal of the fore-end, the nylon fore- 
end mount is easily slid oul of its dovetail foward 
either side. 
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Drift out the vertical pin on the left side of the bolt 

6 aiiow The firing pin to be moved toward the rear. 
easing the jension of the combination firing pin 
spring and extractor spring. Mote: There isa stesi 
ball bearing al each enc of fhe spring, Take care 
that these are no! lost. Remove the axirector pve 
pin fram its hole tn the top frant of the bolt. Yih 
ihe sonny lansion relieved, tre pm should come 
out when the bott is inveried and tapped with a 
light hammer. # ihe pin is tight, tt can be nudged 
out by using @ pointed toc! in ihe stake mark on 
the underside of the bolt. Take care that this very 
sinall pin isn’t lost. 
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With the proper wrench (availaple from 
Brownrells} turn the barrel collar. couriter- 
clockwise (front view) untii ft is out of the r- 
ceiver. Remove the barrel towara the front. 
Note: Because of the permaneritly attached 
magazine ube hanger, the barre! collar ts not 
removabie from the Barre! 


£aneurv vi ilit 


if the Darrel is very tight in the receiver, grip the 
barre] in a padded vise, and tap the front of the 
receiver with a wood, loather, or nylon harnwmner, 
moving the roceiver of the rear of the barrel 
Caution; Take care not fo deform the fower front 
of the receiver. 


aS ae 
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246: Winchesier jot 


Move the fring pin forward to nudge the spring 

1 a. out of its tunne! in the bok, and remmicve the spring 
and the two bell bearings from the axtractor re- 
oeas, Again, take care that the hall hearings 
aren’ lost. 


+ » Remove the extractor from the right side of the 
e bolt, taking it out forward and toward the right 


1 4 Move the firing oin toward the center of Ine 
« bolt, and remove the firing pin toward tha 
rear. 
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Wirtchesier 190; 277 


gaara... 


Move the safety io the off-sale position, restrain 1 & BMermnove ine sear Giscommector assembly up- 
1 5. the hanwner, and ouil the trigger, lowering ihe «» ward The sea and its spring are a permanent 


hamert lo the fired position. Restrain the sear/ assembly inside the disconnector, the pivot pin 
discommector assombiy. and remcrre t's prvsy pan being riveted if place at the factory Routine re- 
toward the right. moval  ufwise in normal disassembly. 


ox J eae 


-~ 


7 Push the heruner pivot oul foward either side Heft}, and remove the 
1 s hatmner assembly upward (right). The haramer spring and Hs two 
feyion Suppor pieces are ousily removed tram the hammer 
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| 9 Push out the wigges pivoi pin, and remove ihe 
= 


12 fine ragitt rear fal ot the hammer spring retawa wigger from the top of the tigger housing. The 


s the safety, and the safely can now be tumed sear contact stud on ihe trigger is lactory-staked 
shanty ond renioved idware ihe wit. at ihe prope: level, and A shauic sot be disturhed., 


The fead system is retained by three cross-pins 
2. The large gan at ine rear fupper riggtil on the photo) 
fétams the cartier lever. Vive driffing # out, ra- 
Sirain the carrie’, a5 ils senng is under tension. 
Moving the carrier out to the rear will release the 
spring and its plunger, so proceed with cauticn. 
The carriage foed guide i¢ retained by a tiny roll 
fan Mea is center, and by a latger pin near the 
lower edge of the housing. When these are re- 
moved, the guide can be taken cul tyward the top 
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Winchester SG : 2ft 


Pte 


Reassembly Tips: | 
When replacing tne pin that retaimm the lakedown 
: 2 = sOfew, Mole that the pin is slightly smeiler at one end, 
and be sure that this end ts inserted in the hole. Grp 
the pin with sharp-ncsed pliers to start ii, then tap f 
into place with @ anal drift pymcr anc hammer. 


When roptacing the screws that retain the firing pin Hemamber thai the pin must have equal projection 

« block, insert 2 small diameter deft puch in one of On each site of the lakedown sorew, 2 alow the 
the strew holes to hokt the block in place while screw fo move toward ths left during takedown ari 
putting in the first screw. raassermnly, 
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™ Reassenibly Tips: 


When replacing the safety in the trigger housing, rernem- 
ber Hie! fhe one with the rec ring goss toward ine bell, and 
be sure that the pasitioning recesses on the right aide are 


at the top. 

Mote that the hammer pivot hac ane flat side, and be sure ? Wher mmstaliing the outer magazine tube, be sure ft 
bath of the nylon hammer spring supports ara cnented so » is fully tothe rear, and the groove in tts upper fiange 
thai their inakle Hats wit align with the flat on ihe pin. ff not, aligned with the crose-pin hoie in the hanger, before 
the support bushings may be damaged es the pin is inserting the cross-tHr. 

pushed inte place. ea US Ss 
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When replacing the searcisconnector assembly 
7 » be aure the lower end of the sear epring goes toward 
ihe reas, down the slope of the Inger. 


When driving in the tiring pin stop pin on the left side of the 
bolt, insert the bolt hancdle temporarily to prevent loss of 
the extractor prvot pin. 


When repiacing the bolt apring and guide, use a simail 
screwdriver to push in the spring, a few coils at a firme, 
while keeping presaure on the quide toward fhe rear 

When the rear tin of the guide isin the spring hols, restrain 
the guide and spring with & 190! or tingertip while inserting 
the bolt and bolt handle. Then, move the bolt back, being 
sure thal ihe head of the guide engages its recess on the 
rear of the bol. 


Wier replacing the hammer asaembiy in the rigger haus- 
ing, be sure the right jower laii of the hammer spring 
enters {ts recess insicie the housing, so i wil contactthe 
positioning grooves in ihe safety. Be sure the tett tai of the 
epring lies on fis shelf in the housing. or # may bind the 


trigger 
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cm 716 WINCHESTER. 


MODELS 150, 190, 250, 255, 276, 275 and 296 — ill FIRE RIFLES 


COMPONENT PARTS SPECIFY SERIAL NUMBER WHEN ORDERING 
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